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APPROX. 2.44 m (8’1 
FROM GATE 

(IF PRESENT1 
OR - 

APPROX. 4.57 m (15’1 
FROM NEAR RAIL 

150 mm (6’1 WHITE 
45’ TO PAVEMENT 

WITH INTERSECTION TRAFFIC SIGNALS 

I- 

SEE 
NOTE 4 

---. \ / 

DOUBLE YELLOW. 
100 mm (4’7 WIDTH. 

150 mm (6 ‘? WHITE 
45. TO PAVEUENT 
1.2 m (4’lSPACING 
(TYP.1 

APPROX. 2.44 m (67 
FROM GATE 

---. \ A-- \ / \ i I/ 
L-III m 

WITH NEAR-SIDE TRAFFIC SIGNALS WlTH NONSIGNAUZED INTERSECTlON 
25 m (817 OR LESS TO CLOSEST RAIL 

NOT& 1. PAVEUENT MARKINGS TO BE INSTALLED ONLY ON APPROACHES TO INTERSECTIONS CONTROLLED BY TRAFFIC SIGNALS 
WHICH ARE INTERCONNECTED WITH THE RAILROAD WARNING SIGNALS. 

2. WHERE NEAR-SIDE TRAFFIC SIGNALS ARE USED THE PAV6NENT MARKINGS EXTENO TO THE INTERSECTION. 

3. WHERE THE ANGLE BETWEEN THE DIAGONAL STRIPES AND THE TRACK (61 WOULD BE LESS THAN APPROXIUATELY 20: 
THE STRIPES SHOULD BE SLOPED IN THE OPPOSITE DIRECTION FROM THAT SHOWN. 

4. DISTANCE TO DE SHOWN ON SIGN MEASURED FROM A POINT 6 FEE? FROM THE RAIL CLOSEST TO THE INTERSECTION 
TO THE STOP BAR OR CROSSWALK. WHICH EVER IS CLOSEST, ROUNDED DOWN TO NEAREST 5 FEET. 
WHERE THERE IS NO STOP LINE.MEA5URE TO POINT WHERE DRIVER HAS A VIEW OF APPROACHING TRAFFIC 

5. THE CLEARANCE SIGN IS ALSO TO BE USED AS AN INTERIM MEASURE AT LOCATIONS WITH INTERCONNECTED 
INTERSECTION TRAFFIC SIGNALS WHERE IT IS PLANNED TO CHANGE TIiEhl TO REAR-SIDE SIGNALS AT A fUTURE TIUE. 
IN THIS CASE, THE DISTANCE TO BE SHOWN DN THE SIGN IS MEASURED FRW THE EDGE OF THE STRIPED-OUT AREA 
INSTEAD OF 6-FEET FROM THE RAIL. THE SIGN IS TO 66 REMOVED MN THE REAR-SIDE SIGNALS ARE INSTALLED 
AND THE PAVEUENT LIARKINGS EXTENDED TO THE INTERSECTION. 

SEE 
NOTES 4 
a5 
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EXHIBIT # -d&m TREATMENT FOR 
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